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Pixelworks ICs are used in this projector

ELPLP28

Replacement Lamp

Part No.: V13H010L28

ELPAF04

Air Filter Set

Part No.: V13H134A04

ELPKS51

Soft Carrying Bag

Part No.: V12H001K51

ELPSC14 80” HD Format
Tripod Screen
Part No.: V12H002S14
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INDIA
EPSON India Pvt.Ltd.

Tel: (91) 080-532-1266 Fax: (91) 080-558-1799
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INDONESIA
PT EPSON Indonesia

Tel: (62) 021-572-3161 Fax: (62) 021-572-4357
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EPSON Trading (M) Sdn.Bhd
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Projection Distance

Model EMP-TW200
Part Number V11H138052
Projection System EPSON Original 3-LCD Prism Technology
LCD                                                      Panel Size 0.7" wide (x3)

Pixel Number 1280 x 720 x 3
Native Resolution 720p

Aspect Ratio 16:9
Brightness (Typical) 1300 ANSI Lumens (Dynamic/Living Room Mode)
Contrast Ratio 800:1
Screen Size (Projected Distance) 30" to 300" diagonal (0.87 to 13.65m)
Projection Lens    Type Powered: Zoom/Focus

F-number 2.1-2.8
Focal Length 21.4-31.7mm
Zoom Ratio 1:1.5

Lens Shift Horizontal 50% Left / Right
Vertical 100% Upwards / 50% Downwards

Lamp                                                   Type UHE 200W
Life (Typical)  3000 Hours (Natural/sRGB/Theatre Mode)

Keystone Correction Vertical: +/- 15o

Effective Scanning Pixel Clock 13.5 to 110 MHz
Frequency Range                               Horizontal 15 to 92 KHz

Vertical 50 to 85 Hz
Analog RGB Input                               Input Terminal Mini D-sub 15pin x 1
                                                             Supported Resolution VGA, SVGA, XGA
Video Input                   Input Terminal 3-RCA/ D4-Video (Component), RCA (Composite), Mini DIN (S-Video)
                                        Input Signal NTSC, NTSC4.43, PAL, M-PAL, N-PAL, PAL60, SECAM

SDTV / HDTV: 480i (525i), 480p (525p), 720p(750p), 1080i (1125i)
Control I/O RS-232C Mini D-sub 9pin

USB USB Type B
Trigger Out Stereo Mini Jack

Operating Temperature 5oC to 35oC (41oF to 95oF)
Power Supply Voltage 100-240V +/- 10%, 50/60Hz AC
Maximum Dimension 440(W) x 320(D) x 134mm(H)
Weight 5.3 kg / 11.8 lbs
Fan Noise 28 dB (Natural/sRGB/Theatre Mode)
Accessories Power cord, remote control (battery included), USB cable

EPSON Cinema Color Editor CD-ROM, user’s manual,
quick reference guide
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